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Product features:

The blaugelb Threshold TBS ROUND is made from high-grade anodised al-
uminium E6/C-0 (EV1) and highly shock-resistant, UV-resistant plastic. The 
cover is made of ribbed plastic and has a non-slip surface. The blaugelb 
Threshold TBS ROUND is designed for French door and front door units 
made of PVC, wood, metal and wood-metal, as well as for single and double 
joints, and for doors that open inwards or outwards. Their excellent thermal 
insulation properties, resistance to driving rain and burglary resistance are 
complemented by their durability achieved through a wide range of coordi-
nated system components, suitable for a wide variety of profile systems and 
frame materials. The 28 mm wide thermal separation of impact-resistant plas-
tic is key to the good thermal insulating properties of the blaugelb Threshold 
TBS ROUND.

Continued on 
the next page

The blaugelb Threshold System is 
designed for frame materials made from 
PVC, metal, wood and wood-metal (sin-
gle and double rabbet).

	■ Excellent thermal insulation properties and 
resistance to driving rain within the system 

	■ Improved anti-intruder protection and increased 
safety for the door/entrance area possible 

	■ Isothermal characteristic, conforms to 
DIN 4108-2 

	■ Generous installation depths for a neat bottom 
finish on roller shutter and sun protection sys-
tems, as well as insect screen swing doors 

	■ The geometry, which is rounded on the weather 
side, makes it easy to roll over



The blaugelb Threshold TBS ROUND (total height 20 mm) complies with the 
accessibility requirements of DIN 18040 and serves as a practical alternative 
to a zero-level threshold where it can be demonstrated that the latter is not 
structurally feasible. Their elegant design and concealed screw fixings allow 
for discreet integration into modern window and door designs. The blaugelb 
Threshold TBS ROUND is the basic component of our blaugelb Threshold 
System TBS.

The system comprises precisely matched components that ensure easy as-
sembly, high dimensional accuracy and long-lasting functionality. The sys-
tem comprises weather strips, seals, endcaps and cover caps, additional 
profiles, strike plates and protective profiles. All system components are col-
our-coordinated and feature a light grey finish, which blends in seamlessly 
with any surface.

For all standard installation depths, the profile and threshold are joined 
using a counter-milling process and direct screw fastening without 
the need for an adapter. This connection assures greater stability, no axial 
distortion, no adapter breakage at low outside temperatures and straight-
forward assembly in production. Locating the blaugelb Threshold TBS in 
the profile groove removes the need of additional personnel or equipment.

Additional plinth thermal insulation below the blaugelb Threshold perma-
nently eliminates energy-related weak points on components that are fitted 
on baseplates. The blaugelb Plinth Thermal Insulation Profile PVC/TK or the 
blaugelb Plinth Thermal Insulation Profile EPS beneath the blaugelb Thresh-
old TBS ROUND assures permanent tightness of correctly installed seals 
inwards and outwards, if sealed as per DIN 18355 or 18531 and 18533.

Product benefits:

•	 A practical alternative to the zero threshold specified in DIN 18040, 
where it can be demonstrated that this is not structurally feasible 

•	 Excellent thermal insulation properties and resistance to driving rain 
within the system

•	 Improved anti-intruder protection and increased safety for the door/
entrance area possible

•	 Isothermal characteristic, conforms to DIN 4108-2
•	 Generous installation depths for a neat lower finish on roller shutter 

and sun protection systems, as well as insect-proof hinged doors
•	 The geometry, which is rounded on the weather side, makes it easy 

to roll over
•	 Closing plates of all turn-and-tilt fitting manufacturers can be inserted 

flush and with a robust fit without the need for additional work on the 
threshold

•	 Impact-resistant, UV-resistant plastic (lid) for a long service life and 
weather resistance

Advantages of counter-milling:

•	 Improved stability of the connection between the frame and the 
threshold compared to conventional threshold connectors

•	 No breakage of the sleeper connection during transport or under 
frost-related stresses

•	 Higher torsional rigidity of the frame thanks to the aluminium bar of 
the threshold architecture and coped joint with window frame

•	 Precise fit, easier installation
•	 No additional frame and mullion brackets are required for each profile 

geometry

•	 Suitable for all profile systems and materials
•	 Sleepers machined with counter-cutters can be joined securely and 

permanently even at great depths, whilst maintaining the required 
dimensional tolerances and achieving a high-quality surface finish

 
Technical data:

Material of Threshold TBS: 
(thermally separate material)

Anodised aluminium E6/C-0 (EV1) / PVC

Material of cover: Highly shock-proof, UV-resistant plastic

Construction depths: 70 / 75 / 80 / 85 / 90 / 100 / 120 / 
140 mm

Threshold height: 20 mm

Barrier-free: 
DIN 18040 

Given (20 mm)

Certified to:  
ift Rosenheim

QM 340

Temperature factor fRSI value:  
(with blaugelb Plinth Thermal Insulation Profile)

≥ 0.7 (no possibility of mould formation 
on surface)

Modulus of elasticity of aluminium / rigid PVC 
in accordance with ISO 178

70000 MPa / 3200 MPa

Density of aluminium / rigid PVC 
in accordance with ISO 1183

2.70 g/cm³ / 1.56 g/cm³

Hardness: of aluminium / hard PVC
in accordance with ISO 868 / Brinell hardness

70 HB / 63 shore A

Permissible tensile stress PVC-hard 
in accordance with ISO 527-2

58 MPa

Min. / max. temperature (rigid PVC) -30°C to +60°C

Compressive strength of rigid PVC 
in accordance with ISO 2039-1

130 MPa

Thermal conductivity λ aluminium / rigid PVC 
in accordance with ISO 22007

190 to 220 W/mK / 0.22 W/mK

Halogen-free Yes

Delivery form: 6 m

Item name Length Item no.

blaugelb Threshold TBS70 ROUND, including cover 6 m 0416819

blaugelb Threshold TBS75 ROUND, including cover 6 m 0416832

blaugelb Threshold TBS80 ROUND, including cover 6 m 0416840

blaugelb Threshold TBS85 ROUND, including cover 6 m 9114244

blaugelb Threshold TBS90 III ROUND, including cover 6 m 0416842

blaugelb Threshold TBS100 ROUND, including cover 6 m 0416843

blaugelb Threshold TBS120 ROUND, including cover 6 m 0416844

blaugelb Threshold TBS140 ROUND, including cover 6 m 0416845

blaugelb
Threshold TBS ROUND 
A basic component of the TBS blaugelb Threshold System.
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bg Schwelle TBS 100 EV1
incl. Deckel geriffelt grau
Artikel - Nr. 0416843
6 Meter

bg Schwelle TBS 90 III EV1
incl. Deckel geriffelt grau
Artikel - Nr. 0416842
6 Meter

bg Schwelle TBS 85 EV1
incl. Deckel geriffelt grau
Artikel - Nr. 9114244
6 Meter

bg Schwelle TBS 80 EV1
incl. Deckel geriffelt grau
Artikel - Nr. 0416840
6 Meter

bg Schwelle TBS 75 EV1
incl. Deckel geriffelt grau
Artikel - Nr. 0416832
6 Meter

bg Schwelle TBS 70 EV1
incl. Deckel geriffelt grau
Artikel - Nr. 0416819
6 Meter

blaugelb Schwelle TBS

Stand 08.01.2026
© Meesenburg GmbH & Co. KG

Hinweiszeile zu Entwicklung
www.meesenburg.de

Stablänge = 6.000 mm, M 1:1
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Für Druckfehler keine Haftung

blaugelb Threshold TBS70 ROUND

blaugelb Threshold TBS75 ROUND

blaugelb Threshold TBS80 ROUND

blaugelb Threshold TBS85 ROUND

blaugelb Threshold TBS90 III ROUND

blaugelb Threshold TBS100 ROUND
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blaugelb Schwelle TBS
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Für Druckfehler keine Haftung

blaugelb Threshold TBS120 ROUND

blaugelb Threshold TBS140 ROUND

Storage and form of delivery:

Supplied as a unit together with the cover, length 6 metres. The cover can 
be engaged or clipped in from below or above. Store in dry and clean con-
ditions.

The information provided in this document corresponds to the information and technical details available to the best of our knowledge. However, this does not constitute a guar-
antee pursuant to Section 443 of the German Civil Code (BGB). Our processing instructions are to be considered only as general guidelines and may differ in the individual case 
due to the range of possible uses and applications. Therefore, they do not automatically exempt the user from carrying out their own tests. We reserve the right to make technical 
modifications and enhancements at any time.
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