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Product features:

The blaugelb Transport Pads Felt protect particularly sensitive surfaces, se-
cure fragile goods against damage during transport, and are available indi-
vidually cut. 

They are used to maintain the distance between individual goods so that 
damage caused by abrasion, bumps, or scratches is avoided. In the case of 
window components, for example, the blaugelb Transport Pads are bonded 
to the glass so that the profiles cannot make contact with one another when 
stacked or in the transport racks.
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	■ For glass, wood, and plastic surfaces 

	■ Outstanding die cutting characteristics 

	■ Sticks securely without slipping 

	■ Can be removed cleanly from most surfaces  
for up to one year

Simple and secure
For protection against scratches



Product benefits:

•	 Can be removed cleanly from most surfaces for up to one year
•	 For glass, window panes, and wooden and plastic surfaces
•	 Offers good initial adhesion on a number of packaging substrates and 

PE foams with low density
•	 Sticks securely without slipping
•	 Needle punched felt, laminated, self-adhesive on one side
•	 UV-resistant

Technical data:

Basis: Nonwoven fabric

Adhesive: Acrylic adhesive, unplasticised

Bonding:
ISO 11224

Mechanical bond

Mass per unit area: 
DIN EN 29073-T1 [g/m²] 
(sample size A = 0.1 m²)

600 +/- 60 g/m²

Thickness a: 
DIN EN ISO 9073-T2-A [mm] 
(measuring pressure p = 2.0 kPa)

5.5 +/- 0.5 mm

Processing temperature: 10 °C to 54 °C

Protective covering: Silicone release paper, white

Product name PU Item no.

blaugelb Transport Pad Felt 50x50x5 mm 6,000 pcs./box 9257211

Storage:

The blaugelb Transport Pads Felt are supplied as loose goods in a box. 
Store in a cool, dry place and avoid exposure to light. Keep away from 
solvents. Can be stored for 12 months at +18 °C to +22 °C and 30 % to 
70 % rel. humidity.

Processing note:

In preparation, clean the surface and free it from dust, grease, dirt, and loose 
parts. Remove the backing film from the blaugelb Transport Pad Felt and 
press with the bonding surface onto the dry, clean surface. Do not expose 
to direct sunlight and protect against heating. Do not bring into contact with 
solvents or nitrocellulose-based paints. 

Before application, the suitability of the material is to be verified through 
appropriate tests performed by the customer.

Safety note:

Based on existing data and experience, the product is not a dangerous 
substance as defined by the German Law on Chemical Substances or com-
parable EC guidelines.

The information provided in this document corresponds to the information and technical details available to the best of our knowledge. However, this does not constitute a guar-
antee pursuant to section 443 of the German Civil Code (BGB). Our processing instructions are to be considered only as general guidelines and may differ in the individual case 
due to the range of possible uses and applications. They do therefore not automatically exempt the user from carrying out their own tests. We reserve the right to make technical 
modifications and enhancements at any time.
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